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Motion Studio

1. Overview

This document only lists a short summary of additions, improvements and changes in the
GUI between Motion Studio versions.
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Motion Studio

2. What's new

2.1. XS-RT Remote Control (XS-Mini camera remote
communication)

XS-RT Remote Control allows the user to control an XS-Mini or XS-Stick camera through
the local network. To do so, you need two computers.

Computer 1 (server): the camera is connected via Thunderbolt or PCle board. This
computer is also connected to a local area network (1 or 10 Gbps). XS-RT Remote
control must be installed and executed on this computer.

Computer 2 (client): this computer is connected to the same Local area network (1 or 10
Gbps) of computer 1. Motion Studio (client software) must be installed and executed on
this computer.

Computer Computer
(Server) (Client)

XSt r_e:f\ m
1DT DT

Thunderbolt
Cable

1000Base-T or 10G LAN

XS-RT Remote control can be downloaded from “idtvision.com” website.
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Motion Studio

Once the program is started, the window below appears.

-XS—RT Remote Control - O X

Intel(R) Ethernet Connection (2) I1219-LM
[10.10.10.4]

XS-Mini 5K
2020-12-10
2020-12-10
34-0420-0917
5 (2020-12-10)

Waiting for remote enumeration...

Find Camera Log Options...

If a camera is detected, mode, serial number and firmware versions are listed and the
monitor is ready to start the communication.

On Motion Studio side, select "Remote XsS-Mini..." filter in order to enumerate and open
remote XS-Mini cameras.

Camera Enumeration Filter ? X

Check the camera types you wish to detect, uncheck
the others:

[C] camera series NR/Nx/O/Os/OsA/CC/CCM/CCS/R..
[[]camera series XStream, XS-Mini or XS-Stick.
Remote XS-Mini or XS-Stick (1G/10G Ethernet).

[[]camera series Y (USB 2.0).

[[] camera series Y (Giga-Ethernet).

[[] camera series M (Camera Link).

[[JMotionPro X (USB 2.0/Giga Ethernet).

[CJLegacy Redlake cameras (HG100K, HG-LE, HG-TH).

Cancel

What's new 5



Motion Studio

2.2. Auto-exposure and auto-iris XSM support

XS-Mini and XS-Stick support for Auto-exposure and Auto-iris has been added to Motion
Studio.

Auto-iris can be selected from “Mode” option and it works only if a motorized lens is
installed on the camera. Instead of changing camera exposure, auto-iris open and closes
lens aperture.

Auto-exposure .
Configure brightness
Meter: -
Target: '
Darker Brighter
Feedback: .
Less More
Exposure range
Mode: Auto-iris v

Exposure step width [us]:

(= ]

F 5.2 F5.1 F 22.6

[[] Auto min/max exposure.

Waveform Scope

Auto min/max exposure: if this option is selected, exposure range is automatically set to
the maximum allowed by current frame rate.
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2.3. XSM/XSS camera reboot

In Camera menu, advanced sub menu a new item has been added: “Camera power
cycle”. If this item is selected, the camera is powered off for about 2 seconds, then
restarted. Motion Studio should be restarted after this operation.

Copy Calibration file from CD...

Download Calibration file from flash memory...
Camera Calibration

Elash Memory Diagnostics...

Color Balance

RIG Calibration...

Image parameters...

OM v ® W)l

Motorized Lens
M Memory Restore
View HG Error Logs

Delete HG Error Logs

View HG Update Logs
SSD Global Erase..
SSD Dump..

Camera Power cycle

XSM/XSS cameras can also be rebooted from the enumeration dialog box (see below).

What's new

Open Cameras ? X

Select the cameras from the list below:

Camera Model Plus  Serial IP Address Type License  Link

Bl 1 M /5K [iStream i 5 [No (3404200917 [0 Jador [0k ] Thund.. |

Refresh List Enumeration Filter... Select al Deselect all Camera Info...
Camera Name... dit IP Address Activation Ke Camera Power Cyde...
Interface: | Expert v [[J Activate Camera List. [CJReset camera(s) configuration.

Delete images on camera(s) SSD



Motion Studio

2.4. Miscellaneous

= Fixed management of ROl in XSM-3520.

= |mplemented pulse high and pulse low sync in mode in CC-Stick.
= Fixed support for hardware trigger in XS-Mini and Stick.

= Do not enable "Jump on next segment" option if camera is XSM.
= Enable XS-RT render on raw files.

= Correct calculation of optimal DDR size for XSM.

= Sync out is off if XSM camera is not in live or record mode.

= Restored sync in delay configuration in PIV/DIC dialog box.

= Master/Slave mode: avoid "recording post-trigger" message on master camera when
start recording after live.

=  Added XSM camera power cycle option (camera/advanced menu). Enable trigger and
sync out configuration. Enable read of external frame rate.

= Added PIV extra gain on XSM-1540, HD and 3520 models (requires camera re-
calibration). Fixed PIV/DIC timing generation in Motion Studio.

= Fixed sensor gains on XS-Mini and Stick.

=  PTP time stamp in CC-Stick does not match and it disappears in raw files when TNK
is enabled. Fixed.

= Restored CFA threshold and old “debayer” algorithm for Y-series and N-series
cameras raw files.

= Added support for MFT mount on Os cameras with old firmware.

= Fixed read of image with TNK from CC-Stick SD-Card. Fixed download of RAW file
from POV SD-Card.
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